
321

Environmental Protection Agency § 60.470

when the incinerator temperature
drops as defined under § 69.464(c). If no
such periods occur, the owner or opera-
tor shall state this in the report.

(e) Each owner or operator subject to
the provisions of this subpart shall
maintain at the source, for a period of
at least 2 years, records of all data and
calculations used to determine month-
ly VOC emissions from each affected
facility and to determine the monthly
emission limit, where applicable.
Where compliance is achieved through
the use of thermal incineration, each
owner or operator shall maintain, at
the source, daily records of the inciner-
ator combustion temperature. If cata-
lytic incineration is used, the owner or
operator shall maintain at the source
daily records of the gas temperature,
both upstream and downstream of the
incinerator catalyst bed.

[47 FR 49612, Nov. 1, 1982, as amended at 55
FR 51383, Dec. 13, 1990; 56 FR 20497, May 3,
1991]

§ 60.466 Test methods and procedures.
(a) The reference methods in appen-

dix A to this part, except as provided
under § 60.8(b), shall be used to deter-
mine compliance with § 60.462 as fol-
lows:

(1) Reference Method 24, or data pro-
vided by the formulator of the coating
for determining the VOC content of
each coating as applied to the surface
of the metal coil. In the event of a dis-
pute, Reference Method 24 shall be the
reference method. When VOC content
of waterborne coatings, determined by
Reference Method 24, is used to deter-
mine compliance of affected facilities,
the results of the Reference Method 24
analysis shall be adjusted as described
in section 4.4 of Reference Method 24;

(2) Reference Method 25, both for
measuring the VOC concentration in
each gas stream entering and leaving
the control device on each stack
equipped with an emission control de-
vice and for measuring the VOC con-
centration in each gas stream emitted
directly to the atmosphere;

(3) Method 1 for sample and velocity
traverses;

(4) Method 2 for velocity and volu-
metric flow rate;

(5) Method 3 for gas analysis; and
(6) Method 4 for stack gas moisture.

(b) For Method 24, the coating sample
must be at least a 1-liter sample taken
at a point where the sample will be rep-
resentative of the coating as applied to
the surface of the metal coil.

(c) For Method 25, the sampling time
for each of three runs is to be at least
60 minutes, and the minimum sampling
volume is to be at least 0.003 dry stand-
ard cubic meter (DSCM); however,
shorter sampling times or smaller vol-
umes, when necessitated by process
variables or other factors, may be ap-
proved by the Administrator.

(d) The Administrator will approve
testing of representative stacks on a
case-by-case basis if the owner or oper-
ator can demonstrate to the satisfac-
tion of the Administrator that testing
of representative stacks yields results
comparable to those that would be ob-
tained by testing all stacks.

[47 FR 49612, Nov. 1, 1982, as amended at 51
FR 22938, June 24, 1986]

Subpart UU—Standards of Per-
formance for Asphalt Process-
ing and Asphalt Roofing Man-
ufacture

SOURCE: 47 FR 34143, Aug. 6, 1982, unless
otherwise noted.

§ 60.470 Applicability and designation
of affected facilities.

(a) The affected facilities to which
this subpart applies are each saturator
and each mineral handling and storage
facility at asphalt roofing plants; and
each asphalt storage tank and each
blowing still at asphalt processing
plants, petroleum refineries, and as-
phalt roofing plants.

(b) Any saturator or mineral han-
dling and storage facility under para-
graph (a) of this section that com-
mences construction or modification
after November 18, 1980, is subject to
the requirements of this subpart. Any
asphalt storage tank or blowing still
that processes and/or stores asphalt
used for roofing only or for roofing and
other purposes, and that commences
construction or modification after No-
vember 18, 1980, is subject to the re-
quirements of this subpart.
Any asphalt storage tank or blowing
still that processes and/or stores only
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